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Safety Information 
SAFETY INFORMATION 

 Read all warning and instructions prior to installing MySmartRollerShades. 
 Do not operate the drive assembly until the entire kit is fully installed in your shade. 
 Do not use MySmartRollerShades for anything other than its intended purpose. 

Any usage of any part of MySmartRollerShades outside of its intended purpose is not covered 
under the warranty. 

FCC Statement 
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two 
conditions: 

1. This device may not cause harmful interference, and 

2. This device must accept any interference received, including interference that may cause 
undesired operation. 

Warning: Changes or modifications not expressly approved by the party responsible for 
compliance could void the user’s authority to operate the equipment.  

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital 
device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential installation. This equipment generates uses 
and can radiate radio frequency energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation. If this equipment does cause 
harmful interference to radio or television reception, which can be determined by turning the 
equipment off and on, the user is encouraged to try to correct the interference by one or more of 
the following measures:  

 Reorient or relocate the receiving antenna.  

 Increase the separation between the equipment and receiver. 

 Connect the equipment into an outlet on a circuit different from that to which the receiver 
is connected. 

 Consult the dealer or an experienced radio/TV technician for help. 

RF WARNING STATEMENT: The device has been evaluated to meet general RF exposure 
requirement. The device can be used in portable exposure condition without restriction 
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Canada Statement 

This device complies with Industry Canada license-exempt RSS standard(s). Operation is subject 
to the following two conditions: (1) this device may not cause interference, and (2) this device must 
accept any interference, including interference that may cause undesired operation of the device.  

Le present appareil est conforme aux CNR d’Industrie Canada applicables aux appareils radio 
exepts de licence. L’exploitation est aurorisee aux deux conditions suivantes: (1) l’appareil ne doit 
pas produire de brouillage, et (2) l’utilisateur de l’appareil doit accepter toute brouillage 
radioelectrique subi, meme si le brouillage est susceptible d’en compromettre le fonctionnement. 
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Limited Lifetime Warranty 
Covered Under a Limited Lifetime Warranty 

 All internal mechanisms 

 Motorization components 

 Components and brackets 

 Battery 

Not Covered by a Limited Lifetime Warranty 

 Any conditions caused by normal wear and tear 

 Abuse, accidents, misuse or alterations to the product 

 Damage from the elements (wind, water/moisture) 

 Slat, Fabric, Valance, and bottom rail discoloration or fading 3 years from date of purchase 

 Operational cords 7 years from date of purchase 

Use of the MySmartBlinds Automation Kit with any other systems or components (including affixing 
non-MySmartBlinds attachments or accessories) void this warranty. Failure to follow the user's 
manual in installation or use of the MySmartBlinds system void the warranty. Unauthorized repair 
or modifications voids the warranty. Purchases made from unauthorized MySmartBlinds 
distributors are void from this warranty. Lifetime warranty applies to original owner. Customer 
pays for shipping and professional installation on warranty replacements. 

Use of the MySmartRollershades Automation Kit with any other systems or components (including 
affixing non-MySmartRollershades attachments or accessories) void this warranty. Failure to 
follow the user's manual in installation or use of the MySmartRollershades system void the 
warranty. Unauthorized repair or modifications voids the warranty. Purchases made from 
unauthorized MySmartRollershades distributors are void from this warranty. Lifetime warranty 
applies to original owner. Customer pays for shipping and professional installation on warranty 
replacements. 

TO OBTAIN A WARRANTY 

Contact tilt® at 1-844-762-7840 or email support@tiltsmarthome.com 

Who Makes This Warranty 

This warranty is made by 

tilt® smart home, Inc. 

Provo, Utah 84606 

Who is Covered 
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This warranty extends only to the original purchaser of the product. This warranty is intended for 
natural persons and authorized tilt® distributors only and does not extend to any corporation, 
limited liability company, or commercial entity. 

Proof of receipt from an authorized dealer is required for warranty work. 

Limitation of Liability: THE SOLE REMEDIES AFFORDED UNDER THIS WARRANTY ARE REPAIR, 
REPLACEMENT AFTER DEFECTIVE PRODUCT HAS BEEN RETURNED TO tilt®, OR, IF REPAIR OR 
REPLACEMENT IS NOT COMMERCIALLY PRACTICABLE OR CANNOT BE TIMELY MADE, A REFUND OF 
THE PURCHASE PRICE WILL BE MADE AFTER PRODUCT HAS BEEN RETURNED TO tilt®. IN NO EVENT 
SHALL THE LIABILITY OF tilt® RELATED TO ANY PRODUCT EXCEED THE PURCHASE PRICE OF THE 
PRODUCT.  YOUR USE OF tilt® PRODUCTS IS AT YOUR SOLE RISK. tilt® SMART HOME SHALL NOT BE 
LIABLE UNDER ANY CIRCUMSTANCES FOR CONSEQUENTIAL, INDIRECT, SPECIAL, OR INCIDENTAL 
DAMAGES ARISING FROM OR IN CONNECTION WITH THE USE OF ANY tilt® SMART HOME 
PRODUCTS. (SOME STATES DO NOT ALLOW THE EXCLUSION OR LIMITATION OF INCIDENTAL OR 
CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO YOU.) 

Other Legal Rights 

This warranty gives you specific legal rights, and you may also have other rights, which vary from 
state to state. 
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About tilt® Roller Shades Automation Kit 
The tilt Automation Kit for roller shades uses Bluetooth® technology to control the lowering and 
raising of your existing roller shades. Use this kit to add your existing roller shades to your 
automated smart home for hands-free operation and comfort. 

The Automation Kit is compatible with all major brands and styles of roller shades and includes 
the following features: 

 

NOTICE 
The Roller Shades Automation Kit is not compatible with blinds, Roman shades, or 
cellular/honeycomb shades 

 
The Roller Shades Automation Kit includes: 

 A solar panel and cable 
 Clips and adhesive strips to mount the solar panel 
 Wall brackets with shims 
 Wall and top screws 
 The MySmartRollerShades motor assembly 
 Tube adapters to accommodate a variety of tube sizes 
 Bracket covers 
 Valance bracket covers with attachment piece and screws to reattach an existing valance 

 
This kit is designed to work with roller shades under the following conditions: 

 Minimum window opening width of 20 ¼ inches 
 Maximum width of 73 inches 
 Minimum shade tube length of 19 ¼ inches 
 Shade tube outer diameter between 1 ⅛ and 2 
 Maximum weight of 10 pounds 
 Maximum roll diameter of three inches (when the shade is all the way up) 
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Installation Overview 
Installing the Roller Shade Automation Kit is easy and can be done quickly when you follow the 
procedures in this guide. The basic steps for this installation are: 

1. Remove existing roller shade hardware and components. 

2. Determine how you want to install your shade: 

a. Front roll with the fabric coming off the front of the roller toward the room. 

b. Back roll with the fabric coming off the back of the roller toward the windowpane. 

c. Inside the window frame. 

d. Outside the window frame. 

3. Mount the solar panel. 

a. Mount directly to the windowpane. 

b. Mount using the adjustable bracket. 

4. Install automation kit adapters and drive assembly. 

5. Mount the tilt roller shade assembly. 

6. Use the tilt app to automate your shades. 

What you need 
Installation requires the following tools: 

 Tape measure 
 Pencil 
 Impact driver or drill with Phillips bit 
 A utility knife 
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Identify parts 
Inspect the box and make sure that you have all the parts shown in figure 1 below: 

Figure 1 

 

If you are missing parts, contact tilt for replacements (visit https://www.tiltsmarthome.com or call 
833-234-8711, 6:00 am to 10 pm Mountain Time). 
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Remove the Existing Roller Shade 
Because the Roller Shade Automation Kit is installed using your existing roller shade tube, you 
need to start by removing the roller shade that you want to automate. Contact the manufacturer 
or refer to their user guide for more information.  

If you can’t get information from the manufacturer, we’ve compiled a few standard removal 
procedures below. 

1. Roll up the shade all the way. 

2. Locate the mounting brackets to the left and right of the roller to determine how it is being 
held in place. 

a. If the roller is spring-loaded, compress the spring to pull out the roller (you may need a 
screwdriver to do this). 

b. If the roller is held in place by clamps, open the clamps and pull out the roller. 

3. Remove the mounting brackets, the pull chain, and all other existing hardware from the 
wall. 

4. Remove all other roller shade components from the roller shade tube. You will replace these 
components with the MySmartRollerShades drive assembly. 
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Determine the Mounting Style 
You can mount your roller shade inside the window frame or on the outside of the frame.  

 
Inside Mount  

Outside Mount 

 

NOTICE 
We recommend mounting the brackets to the ceiling when the window opening is 1 ⅞ inches 
wider than the roller shade tube is long. If the gap is larger than this, you will need to mount 
the brackets to the ceiling rather than the walls. If you have to mount to the ceiling, you will 
not be able to reinstall your existing valance. 

 

NOTICE 
Do not remove the protective film from the adhesive on the brackets until instructed to do 
so. Removing the brackets after they have been mounted with the adhesive is difficult and 
will cause damage to the wall’s surface. 

 
If you will be mounting your shades inside the window frame, go to the “Inside mount” section on 
page 12. If you will be mounting your shades on the wall instead of within the window frame, go to 
the “Outside mount” section on page 15. 
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Inside mount 
Use the inside mount when the roller shade width fits within your window frame.  

1. Determine whether you want the shade to come off the back of the roll with the fabric 
facing toward the window, or if you want the shade to come off the front of the roll with the 
fabric toward the room. 

 
2. Measure the diameter of the shade fabric when it is rolled up all the way. 

 
3. Use the diameter measurement as a guide to mark on the frame where the center of the 

brackets will be placed. Keep in mind how much room you will need between the shade 
fabric and the windowpane so that the shade is not impeded as it moves up or down. 

 
4. Without removing the protective film from the mounting bracket, hold the bracket (K) in 

place centered over the mark you made with the curved end of the bracket facing down, 
and the back of the bracket flush against the top of the window frame. 
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NOTICE 
(Optional) If you will be reattaching your valance, hold the wall bracket (K) in place with 
the valance bracket (R) between the wall bracket (K) and the top of the window frame. 

 
 

This will ensure that you have enough space to make adjustments later if needed when 
you reattach your valance. 

 

5. While holding the wall bracket (K) in place—and optionally the valance bracket (R) above 
it—use a pencil to mark the outline of the bracket. 

 
6. Peel off the protective film from the adhesive, and firmly press the wall bracket (K) within 

the pencil marks you just made. 
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NOTICE 
Before you press the adhesive side of the wall bracket (K) in place, make sure that it is 
positioned exactly where you want it to be mounted. Removing the adhesive after 
placement will cause damage to your wall. 

 

7. Repeat steps 2 through 5 to mount the other bracket. 

8. Using a drill—or impact driver—and the included screws (H), secure the brackets (K) to the 
window frame. 

 
 

 CAUTION 
You must secure the brackets (K) with the screws (H). The adhesive alone is not strong 
enough to hold the roller shade in place. Failure to secure the brackets (K) could result in 
property damage and personal injury. 

 

9. To continue the installation, go to the “Install Adapters and Drive Assembly” section on 
page 19. 
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Outside mount 
Mount the MySmartRollerShades to the outside of the window frame when the roller tube length is 
greater than the width of the inside window frame. 

Installing the mounting brackets 
1. From the top right and top left corners of the window frame, measure two inches out from 

the frame. Mark with a pencil a line that is flush with the top of the window frame. 

 
2. Position the brackets (K) above the pencil marks you made so the bottom edge of each 

bracket lines up with the top of the window frame. 

3. Use your impact driver or drill to mount the brackets with the included screws (H). 
 

NOTICE 
If your window frame includes hardwood trim, you may need to drill some pilot holes. Use 
a ⅛ inch or 3 mm drill bit for the pilot holes. If you are installing to a metal door or a metal 
framed window, you will need to use the included self-tapping screws. 

 

4. Remove the protective film from the wall bracket adhesive. 

 
5. Press a Slim Bracket Cover (S) onto the adhesive on the wall bracket. 

      
To continue the installation, go to the “Mount the Solar Panel” section, on page 16. 
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Mount the Solar Panel 
The solar panel is used to charge the roller shade motor assembly. You need to determine where 
the best placement for the panel will be. Solar panel placement will help you determine the best 
position for mounting the roller shade brackets. 

The solar panel can be mounted with the included adjustable mounting clips, or directly to your 
window. Both methods use the included double-sided adhesive strips to place the panel. 

IMPORTANT INFORMATION 
BEFORE YOU MOUNT THE SOLAR PANEL: 
If you are mounting your roller shade using the inside mount method, decide on which side 
of the window frame you want to mount the motor assembly pendant. 

The pendant includes the buttons for manual operation and charging ports for the solar 
panel. You will want to mount the solar panel on the side of the window that is closer to the 
pendant. The solar panel has a charging port on each end, so a charging port is close to 
the ports on the motor assembly no matter which side of the window the pendant is 
placed. 

 

If you are mounting your roller shade using the outside mount method, make sure that the 
charging cable can reach from the solar panel charging port to the motor assembly 
pendant charging port. 

Decide which way you want the fabric to roll off the tube: 
 If you want the shade to roll off the back of the tube, the fabric is closer to the 

window. Depending on the depth of your windowsill, operation of the shade could 
be impeded by the solar panel placement. 

 If you want the shade to roll off the front of the tube, the fabric is closer to the room 
and leaves more space between the fabric and the windowpane. This frees up 
space for the solar panel if needed. 

 Make sure that the solar panel will get plenty of sunlight no matter where you 
choose to mount it. 

• Avoid placing the panel behind mesh window screens. 
• Avoid placing the panel behind window grids. 

Make sure that where you have chosen to mount the solar panel does not impede opening 
and closing the window. 
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Mounting the solar panel directly to your window 
(Recommended) 

1. Before you place the adhesive tape (E) on the solar panel, make sure that your window will 
still open and close. Hold the panel against the windowpane and open the window. If the 
window can’t be opened, you may need to mount it using the adjustable brackets 

2. Using the included alcohol wipe, clean all four corners of the solar panel and the area on 
the glass where you plan to mount it. 

3. Remove the protective film from one side of the double-sided adhesive strips (E). 

4. Place one strip on each end of the panel as shown below. 

 
5. Remove the protective film from the other side of the adhesive strips. 

6. Align the panel in the cleaned location you’ve chosen and press firmly against the glass 
and hold for a few seconds. 

Mounting the solar panel with the adjustable solar panel 
brackets 
 

NOTICE 
If you decide that you want the shade to roll toward the window, mounting the solar panel 
with the adjustable brackets may impede the shade fabric as it moves up and down. 

 

1. Snap the solar panel brackets (M) to the back of the solar panel (O). 

2. Remove the protective film from one side of the double-sided adhesive strips (F). 

3. Attach the adhesive strip (F) on the top of the bracket, lining up the holes for the screws. 

4. (Optional) Attach the adhesive strip (G) to the side of each bracket. 

 

NOTICE 
Do not remove the protective film from the other side of the adhesive strips until 
instructed to do so. If you attempt to remove the brackets after they have been 
adhered with the adhesive, you will cause damage to your wall. 

 

5. With the protective film still on the other side of the adjustable brackets, hold the solar 
panel in position and make sure you can still open and close the window. Mark the position 
with a pencil. 

6. Remove the protective film from the adhesive strips. 
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7. Using the pencil marks you made, position the adhesive side of the brackets and press 
onto the frame. Hold in place for a few seconds. 

 
8. (Optional) The adhesive strips on the brackets should be enough to hold the solar panel in 

place. If you want to, you can secure the brackets with the included pan head screws (I). 

 
9. Adjust the panel’s position by moving it up or down on the adjustable brackets as needed. 
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Install Adapters and Drive Assembly 
There are many different roller tube designs and sizes on the market. Your kit includes several 
adapters you can use to ensure that the drive assembly can be installed into, and correctly 
operate, your existing roller tube. 

NOTICE 
If your existing roller tube diameter is 1 ⅛ inches, the drive assembly can be installed in it 
without adding any adapters. However, if that tube includes and outward slot, you will need 
to install the adapter labeled (Q) as shown below. 

 

Installing adapters 
1. If your roller tube has a diameter larger than 1 ⅛ inches, select the included adapters that 

are the best fit for your tube’s design. The adapters are labeled A, B, C, or D. Each adapter 
set includes two idler adapters and one driver adapter. 

The two idler adapters have a flat, circular end. 

 
The driver adapter works with the driver assembly to move the shade roll up and down. 

2. Find the idler adapter that is the best fit for your shade roller. You may need to use a utility 
knife to get a better fit. The adapter should be more tight than loose, so don’t shave off too 
much. 
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NOTICE 
Once you have found the adapters that work best with your roller tube, you can throw 
out the remaining adapters as they will not be needed. 

 

3. Line up the grooves on the idler adapter with the grooves on the driver assembly and slide 
the flat end of an idler adapter (A-D) over the driver assembly until it snaps into place flush 
against the pendant. 

     
4. Line up the grooves on the driver adapter with the grooves on the driver assembly and slide 

the open end over the over the driver at the opposite end from the pendant. 

 
5. Align the grooves on the adapters with the grooves inside your roller tube and slide the 

tube over the drive assembly until the end is flush against the pendant. It should be a tight 
fit. 

      
 



21 
 

6. Line up the grooves on the remaining idler adapter (A-D) with the grooves inside the roller 
tube and insert it into the tube. 

 
 

7. Push the idler hub (L) into the idler adapter (A-D) so that the red sticker is sticking out of the 
tube. 

…..  
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Mount the Roller Shade Assembly 
You are now ready to place the roller shade assembly in the mounting brackets. 

1. Insert one end of the solar panel cable (N) into the pendant on the side that will be nearest 
to the window. 

 
2. Rotate the sprig indicator so that the red sticker is facing you and can be seen when you 

mount the shade. 

 
3. Angle the spring-loaded end into one of the two available mounting options on the 

bracket (K)idler hub assembly side of the roller into a mounting bracket.  

 
4. Compress the spring-loaded side in order to maneuver the side with the pendant into the 

bracket (K) on the opposite side. 
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NOTICE 
Each bracket (K) gives you two mounting options. Place the spring-loaded end of the 
idler assembly into the center of one of the “crosses” on the bracket. Make sure you 
place the other end into the corresponding cross on the other bracket (K). 
 
Choose the option that works best for the size of your roller shade when it is rolled up all 
the way. 

 

Check the Idler Assembly Spring Force 
The idler assembly has a red sticker to indicate when there is not enough spring force to safely 
operate your shade. Four spacers (J) are included for you to optimize the fit as well as adjust the 
center position of the shade. 

1. Make sure that the red sticker on the idler assembly is not visible after you have mounted 
the roller shade. 

     
 

 CAUTION 
If you see the red sticker, it means that there is not enough spring force to safely hold 
the roller shade in place. Without the proper spring force, the shade could fall and 
cause property damage and personal injury. 

 

2. If you see red, remove the roller shade from the mounting brackets by compressing the 
spring-loaded side and removing the pendant from the other side. 

3. Line up one of the included spacers (J) with the attachment point you used to mount the 
roller to the bracket and press it firmly in place. 
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4. Mount the roller shade again and make sure no red is showing on the sticker. Repeat this 
step as necessary until no red is showing. 

 

NOTICE 
The spacers can also be used to help you center the shade within the window frame. 

 

5. Plug the other end of the solar panel cable (N) into the solar panel. 

 
 

6. Remove the protective film from the adhesive backing on the cable management clip. 

 
7. Firmly press the adhesive side of the clip in the location you want and run the cable through 

the clip to remove any slack. 
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Install the Locking Clips 
Your kit includes a variety of clips that are used to lock the spring-loaded idler assembly in place. 
When placed properly, these clips prevent you from being able to compress the spring-loaded 
side of the roller shade. This safety feature locks the roller shade firmly in place so that it is not 
accidentally pulled down. 

 

 With the roller shade safely mounted, place a locking clip (U) on the spring-loaded side of 
the assembly. 

     
 Add up to two clips to fill the gap as tightly as possible. 

 You should need at least one locking clip but never more than two. If you need to use more 
than two locking clips, it means that your roller shade has not been mounted properly. 
Contact customer support (https://support.mysmartblinds.com/hc/en-us) for help. 
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Replace the valance 
If you installed the wall bracket (K) with the valance bracket (R), you can follow these steps to 
replace your valance. 

1. Use the included Velcro pieces on the back of your valance. 

 
2. Attach the valance holders (T) to the Velcro you placed on the back of your valance. 

     
3. Press the valance holders (T) onto the valance bracket (R). 

 
Your installation may vary. In some instances you don’t need to use the valance holder and 
you will be able to adhere the valance directly to the valance bracket. 
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Operation Overview 
The tilt app for Android or iOS is used for setting up and controlling MySmartRollerShades 
automation. 

Before downloading and installing the tilt app, make sure the motor assembly pendant is 
powered on. 

 

Installing and signing into the tilt app 
The tilt app works with Bluetooth to connect to your roller shades. Make sure Bluetooth is turned 
on before using the app. 

1. Download and install the tilt app to your smart 
device from Google Play or the App Store 

2. Tap the  icon to open the app.  

3. Select Sign In.  
 
If you don’t have a tilt account, go to the “Sign Up 
for a tilt account” section. 
 
If you do have a tilt account, go to the “Log in to 
tilt account” section. 
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Sign Up for a tilt account 
1. To create a tilt account, select the Sign Up tab. 
2. Do one of the following: 

 Enter an email address and password to 
create a tilt account. 

 Tap SIGN UP WITH GOOGLE and enter your 
Google credentials. 

3. Tap the SIGN UP button. After you are logged in, 
continue with the “Creating ” section below. 

 
If you are asked to allow tilt to access the device’s 
location, tap Allow. 

 

  

Log in to tilt account 
1. On the Log In tab, do one of the following: 

 Enter your tilt account credentials. 
 Tap LOG IN WITH GOOGLE and enter your 

Google credentials. 
2. Tap the LOG IN button. 

 
If you are asked to allow tilt to access the device’s 
location, tap Allow. 
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Creating rooms and adding devices 
1. In the tilt app, tap the Rooms button at the 

bottom of the screen. 
2. Tap  to create a room. 

 
3. Give the room a descriptive name and tap Save. 
4. The room you just created is opened with the 

message: 
 
You have no devices in this room. Add devices by 
pressing “+”. 

 

5. Tap  to add your tilt device. 
6. On the Add Device screen, select Roller Shade. 

 
  

7. To pair your mobile device with your roller shade, 
use your thumb and forefinger to simultaneously 
press the two lower buttons on the front and back 
of the motor assembly pendant. 
 
The LED light should blink to indicate that the 
shade is in pairing mode. If the LED is not blinking, 
try pressing the buttons again. 
  

8. Name the roller shade and tap Next. 
The tilt app checks for and automatically installs 
any available firmware updates. 

9. When the message, “Firmware up to date” is 
displayed, tap Next. 

 

10. On the Calibrate/Finish screen, tap Calibrate.  
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11. On the Select Roll Type screen, select which way 
your shade comes off the roller – Back Roll or 
Front Roll. 

12. Tap Save. 

 
  

13. On the Select Pendant Position screen, select 
the side your pendant is installed on – Left Side 
or Right Side. 

14. Tap Save. 

 
  

15. On the Top Position Calibration screen, use the 
slider to move the shade to its top position. 

16. Tap Save. 
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17. On the Bottom Position Calibration screen, use 
the slider to move the shade to its bottom 
position. 

18. Tap Save. 

 
  

19. On the Middle Position Calibration screen, use 
the slider to move the shade to its middle 
position. 

20. Tap Save. 
21. On the Add More/Finish screen, tap Finish. 
22. If you want to add another tilt device, tap Add 

More. 
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Operating your tilt roller shades with the tilt app 
After you have created rooms and added devices, you can use the tilt app to operate your 
calibrated roller shades. 

1. In the tilt app, tap the Rooms button. 

2. Select the room that has the roller shade that you 
want to control. 

3. In the selected room, tap the name of the tilt 
device you want to operate. 

4. Use the slider on the right side of the screen to 
manually move your roller shade to the desired 
position. 

 

 
 

Automating your roller shades 
In the tilt app, automation is controlled through Scenes and Triggers that you create and 
configure. A Scene defines what happens to the roller shade when the Scene runs (for example, a 
Scene may tell the shade to raise to its top position). A Trigger defines when a Scene will run. 

Creating Scenes 
1. In the tilt app, tap the Automation button. 

 
The Automation screen opens with the Scenes 
tab selected by default. 

 

2. On the Scenes tab, tap  to add a new scene. 
3. Name the scene and tap Save. 
4. On the Scenes tab, tap the name of the Scene 

you just added. 
5. Tap  to pick the device you want to automate. 
6. Tap the name of the device and then tap Save. 

 

7. Tap the name of the device again to position the 
shade. 

 



33 
 

8. Use the slider on the right side of the screen to 
raise or lower the shade to the position you want 
it to be in when the Scene runs. 

9. Tap Save. 

 
10. Tap ← to return to the Scenes tab. 
11. On the Scenes tab, tap Run next to the Scene 

you want to run. 
 
The shade moves to the position you set for that 
Scene. 
 

 

Creating Triggers 

1. Tap the Triggers tab and then tap  to add a 
new trigger. 

2. On the New Trigger screen, tap Time to set up a 
time-based trigger (go to “Setting up a time-
based trigger”). 

3. Tap Sunrise/Sunset to set up triggers based on 
your local sunrise and sunset (go to “Setting up a 
sunrise/sunset trigger”). 

 

Setting up a time-based trigger 
1. On the New Trigger screen, tap Time. 
2. On the Time screen, name the time trigger. 
3. Tap Time to set the trigger’s time and tap OK. 

 
4. Tap the days you want the trigger to run. 
5. Tap Enabled to toggle the trigger on or off. It is 

enabled by default. 
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6. To add a scene to this trigger, tap . 
7. On the Pick Scenes screen, tap the names of the 

scenes you want this trigger to control and tap 
Done. 

8. Tap Save. 
 

 

Setting up a sunrise/sunset trigger 
 

1. On the New Trigger screen, tap Sunrise/Sunset. 
2. On the Sunrise/Sunset screen, name the trigger. 

 
You need to set up two separate triggers: one for 
sunrise and one for sunset. The name should 
indicate which trigger you are currently setting up. 

NOTICE 
The sunrise/sunset triggers 
require that the location 
features on your device are 
enabled. 

 

3. Tap Offset to set when the trigger will run in 
relation to sunrise or sunset (for example, 15 
minutes after sunrise). 

4. On the right side of the Set Trigger Offset screen, 
tap sunrise or sunset. 

5. To the left of your sunrise or sunset selection, 
scroll up or down to select the offset option you 
want.  
 
You can choose an offset from three hours before 
sunrise/sunset to three hours after sunrise/sunset 
in 15-minute increments.  

6. Tap the days you want the trigger to run. 
7. Tap Enabled to toggle the trigger on or off.  

 
It is enabled by default.  

8. To add a scene to this trigger, tap . 
9. On the Pick Scenes screen, tap the names of the 

scenes you want this trigger to control and tap 
Done. 

10. Tap Save. 
 

 

  



35 
 

The tilt dashboard 
The tilt dashboard is displayed by default when you open the tilt app. The dashboard displays 
scenes that you have marked as favorites. If you have not marked any scenes as favorites, 
nothing is displayed on the dashboard. 

Tapping a favorite scene on the dashboard runs that scene immediately. 

To add scenes to the dashboard 
1. Tap the Automation button. 

2. On the Scenes tab, select a scene. 

3. Tap the slide-out menu in the upper right-hand corner of the screen. 

4. Select Favorite Scene. 

The scene will now be displayed on the tilt dashboard.  

 

 

 

Manual Operation 
You do not have to wait for triggers to control your shades. You can raise or lower them manually 
at any time. 

Manual operation from the pendant 
 Press and release the Up button to raise the shade to the calibrated raised position. 

 Press and release the Down button to lower the shade to the calibrated lowered position. 

 Press and hold the Up button to raise the shade. Release the button when the shade is 
raised to the desired position. 

 Press and hold the Down button to lower the shade. Release the button when the shade is 
lowered to the desired position. 

 


